
                               
 
        

        
                                               Metsimaholo Local Municipality 

P.O. Box 60, Sasolburg, 1947 
Tel   :  016 973 8300/1 
Fax  :  016 973 2191 
Website : www.metsimaholo.gov.za 

 

Local Municipality  
Plaaslike Munisipaliteit 
Lekgotla La Motse  

Bid No: SCM 75/2024/25 
 

Supply Chain enquiries: 016 973 8740/44  
 
Date: 27th of May 2025 

Request for formal Written Quotation 
 
Kindly furnish Metsimaholo Local Municipality with a written quotation for the services as 
detailed on the below schedule. 
 
APPOINTMENT OF A CIDB 2SQ SERVICE PROVIDER FOR THE ERECTION OF 
FENCES AT GORTIN AND NALEDI ELECTRICAL SUBSTATIONS AND INSTALLATION 
OF ACCESS GATES AND LOCKS. 

The quotation must be placed on the letterhead of your company and must be delivered not later than 
the 4th of JUNE 2025 before 11H00AM in the tender box located at Metsimaholo Local Municipality, 
First Floor, Finance Building, 10 Fichardt Street, Sasolburg. The following requirements will apply: 

• Be registered on the Central Supplier Database (CSD) and provide us with your 
Supplier number or attach a Summary report.  

• Service provider must submit municipal rates and taxes statement on the 
company name that is not older than three months and not in arrears for more than 
90 days or Lease agreement where the company is the lessee. 

• Copy of Company CIDB Grading designation 2 SQ or Higher. 

 

Please take note that the quotation must be valid for 60 days. 

NB! IT IS COMPULSORY TO PURCHASE THE BID DOCUMENT FROM THE MUNICIPALITY 
FAILURE TO DO SO WILL RENDER YOUR SUBMISSION AS A NON-RESPONSIVE BID AND 
WILL NOT BE EVALUATED FURTHER.  

 
This quotation will be evaluated in terms of 80/20 of points system as prescribed in the Preference 
Points Claim Form in Terms Of The Preferential Procurement Regulations 2022 (Price(80) and 
Specific Goals (20) (Locality)  for this purpose the bidders are required to submit Municipal account in 
the name of the bidder not older than 90 days or a valid copy of lease agreement signed by both parties, 
where the bidder is the lessee, or SARS tax pin document or submit your company bank confirmation 
letter with address of the company, if bank confirmation letter does not reflect the bidders address the 
bank confirmation letter must be submitted with the bank statement. 
 
General Conditions are available on the Municipal website for your information. Failure to comply with 
the above conditions may invalidate your offer. 

 
 
______________ 
Mr F.J. Motloung  
Municipal Manager 
 

Detailed Specification, returnable forms MBD and General Conditions of Contract (GCC) are 
obtainable from Supply Chain Management Unit, Finance Building, Sasolburg 1947 at R50.00 
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SPECIFICATIONS 

 
SPECIFICATIONS 

Deliveries 

An official order must be issued before any work may be carried out. 

Metsimaholo Municipality reserves the right to deviate from the contract and to obtain the 

product(s)/service from another supplier, where delivery/lead times are too long (in circumstances 

where emergencies arise). This deviation will be communicated to the supplier in writing before 

exercising of this right. 

PRICING 

All fields must be completed for the tender to be considered. In cases where certain items cannot 

/ are not provided by any one tenderer, it must be indicated as such on the tender. 

All prices must include delivery and off-loading at the respective venues mentioned. 

Price escalation (rise and fall in terms of CPAF indices) will not apply. 

All price increases must be communicated in writing to the Metsimaholo Municipality (Supply 

Chain Management and to the relevant Manager of the user department involved) prior to 

implementation. Price increases will only be implemented once written notification thereof has 

been received by the Municipality. Non-compliance herewith will be for the supplier’s own 

account. 

QUALITY AND QUANTITY 

Quality Standards: Special brands, when named, are used to indicate the standard of quality 

desired Tenderer's equal will be considered provided Tenderer specifies brand name and 

furnishes the necessary descriptive literature. In the event the Municipality elects to accept an 

alternate purported to be equal by the Tenderer, the acceptance of the item(s) will be conditioned 

on the Municipality's inspection and testing after receipt. If in the sole judgment of the Municipality 

the item(s) is determined not to be equal, these items shall be returned at Tenderer's expense 

and the release may be terminated. 
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Quantity are as per the attached schedule of quantities and any changes thereto will be 

communicated with the successful bidder. 

Non-compliance with agreed service delivery, could lead to breach of contract and the service 

provider will be liable for any expenses incurred as effect thereof. 

 

TECHNICAL INFORMATION AND SPECIFICATION 

FENCING 

Preparation 

Any obstacles along the proposed fence perimeter must be removed in the order for the fence to 

follow the general contour of the ground. Cleaning shall include the removal of all branches, 

shrubs, rocks, rubble etc. that may interfere with the fencing structures erection. The gap between 

the bottom of the fence and ground should be consistent and as per SANS specification. Large 

trees to be taken into consideration. 

Excavations and concrete work 

No extra payment will be entertained, made for excavations in hard soil or rocky conditions. 

Concreting will be 400mm x 400mm x 600mm (depth). Concrete to be filled to a maximum 50mm 

below ground level and have a strength of 25 MPA. 

Cleaning of site 

The site shall be cleaned of all excavated rubble and rocks and left in a clean state. 

Pressed High Density Mesh Panel (2.2m high)   

Mesh Dimensions - 3 mm diameter high tensile Wires. Aperture sizes: 76.2 x 12.7mm Centres 

Vertical Reinforced: Tube with an aluminium fibre ceramic composite Horizontal Reinforced; 4mm 

wide x 4mm thick flatbar. 

Mesh Coating - Line galvanized with Alu Galv coating. 

Posts - Taper post sealed With UV Stabilized Coat With end caps.12mm diameter base pin 

Mesh Panel Coatings- Panel Reinforced with 2x75 mm 70-degree flanges along sides. 
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Toppings- 100mm high galvanized •shark tooth' type spike rails. bolted to 50mm wide mesh 

flange bent along fence top. 

 

Sliding Gate (2.2m high) 

1 x 4.0 - 4.5m gate wide (76 x 38) 

4 Polyamide rollers to keep the gate vertical and in line. 

Buttresses to be fixed to the concrete footings by steel anchors. 

 

Entrance Gate (2.2m high) 

1 x 1.23m gate wide (76 x 38) 

Gate Post complete with hinges are included. 

 

GATE LOCK SPECIFICATIONS KEY FEATURES 

 
a) Material: 

• Lock body: Zinc alloy or stainless steel with weather-resistant coating 

• Buttons: Stainless steel or UV-resistant plastic 

• Internal components: Corrosion-resistant and rust-proofed for outdoor use 

b) Weather Resistance: 

• Rated for continuous external exposure (IPX5 or equivalent) 

• UV-resistant finish 

c) Security Features: 

• Clutch mechanism to prevent handle damage under force 

• Vandal-resistant push-buttons (minimum 1,000cycles) 

• Code scrambling to prevent wear pattern detection 

• Lock bolt: Stainless steel, minimum Ø12 mm, tamper-resistant 

• Reinforced strike plate and housing for high-strength resistance 

d) Code Capacity: 

• Minimum 4–12 digit mechanical code 

• Non-sequential entry allowed for flexibility 

• Easily reprogrammable without lock removal. 

 

Mounting and Installation 



                               
 
        

        
                                               Metsimaholo Local Municipality 

P.O. Box 60, Sasolburg, 1947 
Tel   :  016 973 8300/1 
Fax  :  016 973 2191 
Website : www.metsimaholo.gov.za 

 

Local Municipality  
Plaaslike Munisipaliteit 
Lekgotla La Motse  

a) Mounting Type: Through-frame mounted using anti-tamper fasteners 

b) Gate Compatibility: 

• Suited for square-tube steel gates (minimum post size 40 x 40 mm) 

• Lock body and strike plate must be fully enclosed within lockbox frame 

c) Lockbox Frame: 

• Constructed of 4 mm mild steel or stainless steel 

• Welded or bolted onto the gate frame 

• Provides full enclosure to deter tampering and protect moving parts 

 

Standards Compliance 

a) Mechanical Durability: Complies with EN 12209 or equivalent 

b) Security Classification: Meets high-security access control requirements per local municipal 

standards 

c) Corrosion Resistance: ISO 9227 compliant for salt-spray testing (minimum 240 hours) 

d) Force Resistance: Locking components shall resist minimum 10 kN pulling force 

 

Accessories and Options 

a) Override Key Cylinder: Supplied with 2–3 master keys and restricted key profile 

b) Dust Cover: Optional weather cover to protect keypad 

c) Strike Plate and Latch Housing: Reinforced steel construction with adjustable fitment 

d) Optional Internal Escape Handle: For exit without a code from inside secure area 

 

Warranty and Support 

a) Warranty: Minimum 12 months on all mechanical and structural components 

b) Maintenance: Lock shall be low-maintenance; periodic cleaning and lubrication schedule to 

be provided 

c) Installation Manual: To include code setting instructions, key override use, and servicing 

procedures 

 


